
WALTER WATSON

WALTER WATSON
Greenfi eld Works, Ballylough Road, Castlewellan, Co. Down, BT31 9JQ, Northern Ireland. 

Tel: +44 28 4377 8711 Fax: +44 28 4377 2050
Email: info@walter-watson.co.uk Web: www.walter-watson.co.uk

Water Ballast Land Rollers

Aerator Cambridge Roller Ballast Roller End Tow Roller

Rear Hydraulic Roller Tandem Roller Compact  Roller Feeding Trailer

Tombstone
Feeding Trailer Sheep Feeding Trailer Feeding Bin Barrier Feeder

Single Sided Bull
Beef FeederCalf Creep Feeder Double Sided Bull 

Beef Feeder Mobile Hogget Feeder

Stock / Bale Transporter
Heavy Duty Tipping 

Transport BoxHogget Feeder Lamb Creep Feeder

A4_Roller.indd   2-3 03/02/2015   10:14



Roller Size Bearing Type
(W) = Wood
 (N) = Nylon

Unladen 
(Kg)

Laden
 (Kg)

Volume 
(Litres)

5' x 20'' x 6mm W 250 560 310

6' x 20'' x 6mm W 300 670 370

6' x 30'' x 10mm W 800 1590 790

8' x 30'' x 10mm W 1030 2090 1060

9' x 30'' x 10mm W 1090 2280 1190

10' x 30'' x 10mm W 1150 2470 1320

12' x 30'' x 10mm N 1300 2885 1585

8' x 30'' x 12.5mm W 1125 2170 1045

9' x 30'' x 12.5mm W 1220 2395 1175

10' x 30'' x 12.5mm W 1300 2600 1300

12' x 30'' x 12.5mm N 1475 3035 1560

8' x 30'' x 17mm W 1415 2435 1020

9' x 30'' x 17mm W 1530 2675 1145

10' x 30'' x 17mm W 2285 3555 1270

8' x 36'' x 14mm N 1750 3260 1510

9' x 36'' x 14mm N 1865 3560 1695

10' x 36'' x 14mm N 1980 3860 1880

8' x 36'' x 20mm N 1965 3435 1470

9' x 36'' x 20mm N 2100 3750 1650

10' x 36'' x 20mm N 2250 4080 1830

8' x 42'' x 18mm N 2165 4190 2025

9' x 42'' x 18mm N 2335 4610 2275

10' x 42'' x 18mm N 2500 5025 2525

Tandem Rollers
■ Roller Widths – 16ft – 24ft

■ Barrel Diameters – 30” / 36” / 42”

■ Barrel Thickness – 10mm – 20mm

■ Easy Change Over From Transport  

 / Single Roller Position

■ Heavy Duty Front & Rear Tandem  

 Assembly

■ Axle – 3” Solid Shaft (EN8)

■ Nylon Bearings

■ Heavy Duty Ring Hitch

■ Double Up & Over Tubular Frame  

 Support

■ Scraper as Standard

Water Ballast Land  Roller

■ Rolling Width – 8ft / 9ft / 10ft / 12ft

■ Barrel Diameters – 30” / 36” / 42”

■ Barrel Thickness – 10mm – 20mm

■ Heavy Duty Frame

■ Axle – 3” Solid Shaft (EN8)

■ Wooden / Nylon Bearings

■ Heavy Duty Ring Hitch

■ Up & Over Tubular Frame Support

■ Scraper as Standard

■ 3 Point Linkage ( Optional 8ft Only)

Compact Rollers
■ Rolling Widths – 5ft / 6ft

■ Barrel Diameters  – 20”

■ Barrel Thickness – 6mm

■ Axle – 50mm Solid Shaft

■ Wood Bearings

■ Ball Hitch as Standard

■ Scraper as Standard

■ Clevis Hitch (Optional)

■ 3 Point Linkage (Optional)
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